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SKID STEER

CONCRETE MIXER BUCKET

 » Self-loading, hydraulic opening at bottom

 » Unloading pipe and electric control kit

 » Safety grill with built-in bag breaker

 » Includes hoses and couplingsF
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200 - 600 L

FLOW RANGE 
25 - 115 LPM

BM200 - 1260    BM250 - 1480 
BM350 - 1580    BM450 - 1630

BM600 - 1900

BM200 - 810    BM250 - 840
BM350 - 845    BM450 - 876

BM600 - 991

BM200 - 670 
BM250 - 690
BM350 - 755 
BM450 - 792
BM600 - 910

CODE DESCRIPTION WIDTH FLOW RANGE WEIGHT FULL LOAD WEIGHT PRICING FREIGHT

BM200 200 L Mixer Bucket 1260 mm 25 - 40 LPM 275 kg 750 kg

GET QUOTE
C

BM250 250 L Mixer Bucket 1480 mm 40 - 90 LPM 380 kg 980 kg

BM350 350 L Mixer Bucket 1580 mm 50 - 90 LPM 425 kg 1237 kg

BM450 450 L Mixer Bucket 1630 mm 70 - 90 LPM 450 kg 1525 kg

BM600 600 L Mixer Bucket 1900 mm 75 - 115 LPM 630 kg 2390 kg D
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